Connecting blocks
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KIPP Connecting blocks
Order No. A Suitable
shoulder screw
K0854.40012050 12 K0815.112055
K0854.40016050 16 K0815.116065
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KIPP Locating pins
Order No. B
K0855.12030 12
K0855.14030 14
K0855.18030 18
K0855.20030 20
K0855.22030 22
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Material:
Carbon steel.

Version:
Black oxidised.
Contact faces ground.

Sample order:
K0854.40012050

Note:

When several tooling plates KO800 are used,
connecting blocks are needed to maintain the correct
grid hole pitch from one plate to the next. They are
secured using 4 shoulder screws K0815.1....

Material:
Carbon steel.

Version:
Tempered and black oxidised.
Precision diameters and guide faces ground.

Sample order:
K0855.12030

Note:
Locating pins are used for positioning grid plates
K0800 on machine tables.



Centring pins H

for central hole
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Steel.
Version:

12 Case-hardened.
Toleranced diameter ground.
34 L1
Sample order:
L K0856.5025

Note:

Centring pins for central holes are suitable for basic
elements K0806, K0802, K0803, K0804 and K0805.

KIPP Centering pins for central hole

Order No. D L L1
K0856.5025 2596 77 34
K0856.5030 30 h6 87 44
K0856.5050 50 g6 87 44

Centring pins

for aligning hole
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Material:
L Steel.
Version:
Case-hardened.
Toleranced diameter ground.
Sample order:
K0857.25125
Note:
KIPP Centering pins for aligning hole Centring pins for aligning holes are suitable for
basic elements K0802, K0803 and K0805.
Order No. D L

K0857.20075 20 75

K0857.20089 20 89

K0857.25125 25 125
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Centring pins 2

for aligning hole
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Steel.
12 Version:
Case-hardened.
L1 40 Toleranced diameter ground.
B Sample order:
K0858.2520
Note:
Centring pins for aligning holes are suitable for
KIPP Centering pins for aligning hole subplates KO806.
Order No. D D1 L L1
K0858.2520 2596 20 75 35
K0858.3020 30 h6 20 85 45
K0858.3025 30 h6 25 85 45
Locating sleeve
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Tool steel.
012,
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Hardened and black oxidised.
Toleranced diameter ground.

Sample order:
K0814.44008012

KIPP Locating sleeve

Order No. Dimensions

K0814.44008012 see drawing
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