B_VFlange Nut

DIN 6331 STANDARD
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By machine process.
With turned & milled
Heat treated and oxide fines

HRC 34°
C )D
Metric Size
CFN1017 [M10X 15 [1890] 17 | 15 | 4 | 22 | 002 [1003-160
CEN1219 |M12X 1.75(21.10 19 | 18 | 4 | 25 | 003 |1003-161
CFN1422 [M14X 2.0 |2450| 22 | 21 | 45 | 28 | 004 |1003-162
CFN1624 |M16X 2.0 |26.80| 24 | 24 | 5 | 31 | 006 |1003-163
CFN1827 [M18X 25 |30.10| 27 | 27 | 5 | 34 | 009 |1003-164
B_NC-Clamp Cast Steel
mm
_ m . veL-2c 17/8" 1-7/8" | 120x84mm |  0.22 1003-210
) 1 VCL-3C 2-3/4" o 163x91mm 0.38 1003-211
- VCL-4C 3-7/8" 2-1/2" | 195x102mm |  0.59 1003-212
— 1 e VCL-6C 6 31/2° | 270x127mm | 1.18 1003-213
VCL-8C 7-3/8" 4-1/2" | 345x161mm |  1.75 1003-214
Work clamping
Material: S45C
Support heavy weight
VSJ-40 40-50mm 38|50 | 03 1014-000
VSJ-70 65-90mm 38|50 | 04 1014-001
VSJ-150 90-140mm 50 | 50 | 1.1 1014-002
VSJ-250 140-230mm 53 |50 | 23 1014-003
VSJ-500 265-360mm 73|50 | 46 1014-004

MILLING MACHINE ACCESSORIES



B_SScrew Jack With Magnet

Cross type fixture gives best positioning.
Built-in magnets designed, easy to clean chips.

|
'QO'&
SCREW JACK

ELTFTTETT
6% % %0 D) %% %%
.o’o’o’o’og‘o’o’o’o‘»‘,

B I
A
- L
o \ vy
T MAGNET b

VSJM-50 40 50 35 40 1.5 0.4 1014-010
VSJM-70 50 65 35 40 11.5 0.5 1014-011
VSJM-85 65 85 40 45 1.5 0.7 1014-012
VSJM-110 85 110 40 45 11.5 0.8 1014-013
VSJM-165 110 165 45 50 1.5 1.4 1014-014

B_NScrew Jack Set

SUITABLE FOR IRREGULAR WORKPIECE.
RAPID SETTING & FIXED.
WORK CLAMPING & SUPPORT.

6 PADS For different work piece shape

VSJ-1A 1014-030
VSJ-2A 1014-031
VSJ-3A 1014-032
VSJaA @25x@11x10mm 1012033
VSJ-5A 1014-034
VSJ-6A 1014-035
VSJ-4A VSJ-5A VSJ-6A
VSJ-A VSIA5050 VSIAA VRIER VA A 40 1014-020
vsJ-8 V125005 VSJ-4A, VEJEA VEISA 75 1014-021
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