B_YPrecision Universal Angle Vise g3
PAT.

Precision graduction for accurate reading.

Its swivelling and tilting features make this unit well suited for straight or
inclined surface, angular driling machining on various machine tools as
precision grinding machine, boring and milling machine, electrical discharge
machine etc.

Tolerence £0.01mm/100mm.

Vise bottom to base parallelism £0.02 mm

Squareness +0.02

360° Horizontal swivel EL

45° Vertical tilting
Precision ground

Material: SK-2 [ ™ L1
Hardness: HRC 52°+2° "‘t_ﬂ L 3
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Unit:mm
ORDERNO. | A B |C MAX| D E | E1 F G H | J K M N 6 G.W(KGS) | CODE.NO.
VUA-3 70 | 31 80 11511731291 | 16 | 156 | 63 | 146|110 (182 | 43 | 16 [-20°~50° 12 2003-050
VUA-4 88 | 35 110 [132|193|346| 16 |156| 83 [ 167 | 110|182 | 29 | 16 |-20°~50° 15 2003-051

B_YPrecision Universal Angle Plate

Precision grounded.

Rigid design.

The table can swivel 360°,and tilts 45°

It can put tool maker vise VMV-type VDV-type or 3 jaw
chuck for clamping

The graduction for accurate reading

Vise bottom to base parallelism £0.02 mm
Squareness +0.02

Material: SK-2

Hardness: HRC 52°+2°

ORDER G.W CODE
NO. A B Cc D E F G H 1 J (kas) NO.
VUA-408| 100 200 133 110 83 50 16 182 30 12 15 |2003-055
VUA-510| 126 250 133 110 83 50 16 182 40 12 18.1 |2003-056

GRINDING MACHINE ACCESSORIES




-PreC|S|on Universal Angle Chuck g3

With VSC-4 Chuck

¢o6

Precision graduction for accurate reading.

Its swivelling and tilting features with clamping
make this unit well suited for straight or inclined
surface, angular driling machining on various
machine tools.

With VSC-4 3-Jaw chuck.

O.D. clamping @3-90 mm,

I.D. clamping @32-84 mm.

Tolerence £0.01mm/100mm.

2 axis with angle scale

For angle setting

Chuck indexing / Rotating setting

Tilting Features same as VUA series, Page B13.

ORDER GW CODE
NO. A B c D E F (kgs) NO.
VUA-100J 180 77 181 112 110 16 14 2003-060

UNIVERSAL ANGLE CHUCK

B_YPrecision Universal Angle Collet Chuck

Capacity 93-9@30

Precision graduation for accurate reading.

Its swivelling and tilting features with clamping make this unit for
straight or inclined surface, angular drilling machining on various
machine tools.

Tolerence £0.01 mm / 100 mm.

360° horizontal swivel, 45° vertical tilting.
Suit for multi - angle cutting.
Simple way for mass production.
Hardness : HRC 52°+2°

Standard Accessories: With 15pcs ER-40 Collet (4, 5, 6, 8, 10, 12, 13, 15, 16, 18, 20, 21, 22, 25, 26)

ORDER GW CODE
NO. A B c D E F (kas) NO.
VUA-ER40 180 77 136 63 110 16 17.48 2003-065

Optional collet ER-40-@ 27, 28, 29, 30 mm

GRINDING MACHINE ACCESSORIES



B_YPrecision Sine Vise

HARDENESS HRC 60°, SKS3
PARALLELISM 0.003 / 100 mm
SQUARENESS 0.005 /100 mm

THE CLAMP HANDLE IS PLACED

UNDER WORK PIECE.

B_YPrecision Sine Vise

GRINDING MACHINE ACCESSORIES

HARDENESS HRC 60°, SKS3
PARALLELISM 0.003 / 100 mm
SQUARENESS 0.005 /100 mm
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HARDENESS HRC 60°, SKS3
PARALLELISM 0.003 /100 mm
SQUARENESS 0.005 /100 mm
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ORDER NO.

CODE NO.

SVC-100

2003-090

Unit:mm
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Max.angle

46°

Weight(kgs)

5.5

ORDER NO.

CODE NO.

SVL-50

2003-100

Unit:mm
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46°

Weight(kgs)

6.6
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ORDER NO.

CODE NO.

SVS-100

2003-110

Unit:mm
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Max.angle

46°

Weight(kgs)

8.3




