B _YReversible Tapping Attachment g3
for Drilling & Milling Machine

ORDER | TAPPING -s:’Hi\NK-' TO WORK WITH WEIGHT | PACKING | gppep | CODE
NO. CAPACITY DRILLING MACHINE (KG) | mm ; NO.
" DRILLING MACHINE MUST EQUIPPED .
K112 | @3-8mm iz | ek MACHIHE MUST CQUIERED 0.8  [90X90X190 | 1:1 | 3404-001
DRILLING MACHINE MUST EQUIPPED ;
, | DRILLING MACHINE MUST EQUIPPED .
K242 | @5-t0mm | q2¢ | DRILLING MACHINE MUST EQUIFPED 15 |100X100X210{ 1:1 | 3404-003
DRILLING MACHINE MUST EQUIPPED _
K2-MT:2 | @5-fomm | T2 | DRELING MACH 16 [100X100X260| 1:1 | 3404-004
OTHERS LIKE MT-3 SHANK BORING
K3-MT-3 | @6-14mm MT-3 HOLE DRILLING MACHINE 3.1 125X125X300| 1:1 3404-005
N.T. AVAILABLE
OTHERS LIKE MT-3 SHANK BORING
K4-MT-3 | @12-22mm MT-3 HOLE DRILLING MACHINE 54 160X160X360( 1:1 3404-006
N.T. AVAILABLE

K1 TYPE USED CHUCK TO FIX THE TAP
K2, K3, K4 TYPE USED THE SLIDING PLATE OF THE SQUARE SHARP
HOLE TO FIX THE TAP.

B_YTap Chuck Series

o @ dowble-ead | o THE DESIGN CAN PREVENT
anticlockwise : - THE TAPS CHUCK FROM
tightly,and—— © () © ((lock cockwise | ) 5 gENING AFTER TAPPING.
open when it | == ightly, and s
s clotkuwise, 1)\ open when it is *SUIT FOR VARIOUS TAPS.
Xy lanticlockwise. | | ARGE TAPPING CAPACITY.
’\mre - HIGH POWER TORSION.
s TAPPING '
ORDER| | CAPABILITY D | Taper ﬂ“")’ CODE NO.
| mm inch 9
VIA13-1]| I 43 | _J6_| 055 | 3404-000
VTA13-2| 1 |M3-M12|W1/8"~W1/2"|_ 43 | B16 | 0.76 | 3404-007
VTA13-3 |11 47 | MT2 | 0.76 | 3404-008
VTA16-1] I 54 | J3 1_| 3404-016
VTA16-2| I v | 54 | B18_| 1| 3404017
VTA16-3 | II ME-Mie Vera™ o 48.5 | MT2 0.9 3404-018
VTA16-4 | II 48.5 | MT3 1.1 3404-019
| vTA182[1I s | B1_| MT2 | 0.924 | 3404-019A
VTA18-3 |III RALIETD | WiRE =T o 51 MT3 | 1.074 | 3404-019B

Including shank, full set of collets, wrench and case.
(Used for radial drilling, lathe and tapping machines.
1 Main body, 6 Tap Collet, 1 Drill Chuck Holder
Optional in Collets & Tapper Sleeves.)0.6CUFT.

Unit:mm
. STANDARD ASSEMBLY SPECIFICATION el [k
OﬁDE" MAIN BODY| TAP COLLET |TAPER SLEEVE| DRILL CHUCK Gﬁ:__-',v' M(I:Elﬁrs i ci?g 5
. 1PCI/SET 6PCS/SET 2PCS/SET |HOLDER 1PC/SET ;
MT-3 M8, 10, 12, 14, 186, 33-MT1 11.9 3404-010
MT-4  [18.20,22, 24,27, =S 3-JT6 With 12 3404-011
VDT-33 ke BMTS o ori 0.6
2 1, 1-1/8, 1-1/4(INCH ’
MT-5  |pT1/8, 1/4, 3/8, 1/2, |  33-MT4  [chuck 12.8 3404-012
3/4, 1(INCH)

TOOLING SYSTEM [{&5[0:]




JT6 OR M20

FOR ARBOR\ :

RING FOR
TORQUE

@ Radial Float is SELFCENTERING to compensate for hole center misalignment.
» Unique Double Spring Mechanism produces Automatic Feed and Cushion Drive. There are two springs for the feed
and two springs for the reversal. Each set gives you double smoothness for ULTRA accurate tapping applications(not

possible with this type of tapping head in the past).
@ Pre-set Torque Control Permits easy operation of tap brake torque control
© JACOBS RUBBER FLEX COLLETS are standard accessory.

Reversing Type

A ] LENGTH COMPENSATION |
ORDER NO. : SIZE : COMP| EXP. | EXP. | EXP. At g
A B | C E
VTA7-JT6 M2-M7 |FC-10/FC-11| 1500RPM| 5 3.5 1.5 7.0 | 52 | 23 |125.5/94.5| 1.3 |3404-020
VTA12-JT6  |[M3-M12 |FC-20/FC-21| 1000RPM| 5 45 1.5 85 |73.5| 28 | 169|122 | 3.1 |3404-021
VTA20-M20 |M8-M20 |FC-30/FC-31| BOORPM| 5.5 5 2.0 90 | 91 | 38 | 190|128 | 57 |3404-022
a
Rubber Flex Collet For VTA Tapper
- COLLETS : CONNECTING ARBOR FOR VTA20-M20
ORDER NO. CAPACITY D4 L CODE NO. . 0 !
MT3-M20 3404-036A
FC-10 @25-@45 16 1 3404-030
MT4-M20 3404-037A
FC-11 P45-@65 16 11 3404-031 AR ERIRIE .
FC-20 @A-B7 215 13 3404-032
T TYPE (|
FC-21 @7-@10 215 13 3404-033 '
please see page C43
FC-30 @536-@9 26.5 15 3404-034
FC-31 @10.38-@ 14 26.5 15 3404-035 VJ TYPE
@FE] TOOLING SYSTEM




